
Model PL-55Q2 PL-65Q2 PL-70Q2 PL-75Q2 PL-86Q2

PICTURE FOR 

REFERENCE

Backlight LED LED LED LED LED

Panel Brand BOE/LG BOE/LG SHARP/PANDA/CSOT BOE/LG BOE/LG

Screen size (diagonal) 55" 65" 70" 75" 86"

Active area (mm) 1209.6（H）*680.4（V） 1428.48 (H) x 803.52 (V) 1539.60 (H) x 866.50 (V) 1650.24(H)x928.26(V) 1913.0(H) x 1084.0 (V) 

Aspect Ratio 16:9 16:9 16:9 16:9 16:9

Resolution  3840*2160  3840*2160  3840*2160  3840*2160  3840*2160

Colors 1.07 billion colors 1.07 billion colors 1.07 billion colors 1.07 billion colors 1.07 billion colors

Brightness 300cd/m2 350cd/m2 350cd/m2 350cd/m2 350cd/m2

Interface

build in camera 5.0MPX（optional） 5.0MPX（optional） 5.0MPX（optional） 5.0MPX（optional） 5.0MPX（optional）

Build in MIC Yes（optional） Yes（optional） Yes（optional） Yes（optional） Yes（optional）

Outputs (Speakers) 10W x 2 10W x 2 10W x 2 10W x 2 10W x 2 

Wall Bracket YES（optional） YES（optional） YES（optional） YES（optional） YES（optional）

Input Voltage 100-240V AC 100-240V AC 100-240V AC 100-240V AC 100-240V AC

Power consumption
Maximun< 250W

Standby Mode<0.5W

Maximun< 250W

Standby Mode<0.5W

Maximun< 250W

Standby Mode<0.5W

Maximun< 300W

Standby Mode<0.5W

Maximun< 450W

Standby Mode<0.5W

Glass surface

Touch supported  IR  touch,20points touch,10 points writing  IR  touch,20points touch,10 points writing  IR  touch,20points touch,10 points writing  IR  touch,20points touch,10 points writing  IR  touch,20points touch,10 points writing

Writing tools Pen or finger Pen or finger Pen or finger Pen or finger Pen or finger

Response Time 7ms 7ms 7ms 7ms 7ms

Cursor speed 125points/s 125points/s 125points/s 125points/s 125points/s

Precision 2mm 2mm 2mm 2mm 2mm

Front button Power Power Power Power Power

Wi-Fi Integrated Integrated Integrated Integrated Integrated

Web OS System

 Software

Screen hot key support Yes Yes Yes Yes Yes

OPS Slot Yes Yes Yes Yes Yes

Panel Life Expectancy 30,000 Hours 30,000 Hours 30,000 Hours 30,000 Hours 30,000 Hours

                    303-2, Daeryung Technotown II, 569-21 Kasan-dong Kumcheon-gu, Seoul 

                   Contact Person: wan lee  Email: info@ditoss.com   Http://www.ditoss.com   

   Tel: 82-2-8590182   

Front Side:USD2.0*1，USB3.0*1，TOUCH USB*1，HDMI*1                                                                                                                                                                                                                                                                                                                

Rear Side: RS232*1,EARPHONE OUT*1,RJ45*1,PC Audio*1,VGA*1,COAX*1,AV in*1,YPBPR*1,AV out*1,HDMI in*2,Touch USB*1, USB2.0*2,USB3.0*1,TF*1

TOUCH PANEL

4mm Tempered glass  with Anti-glare

CPU: Quad-Core A55 1.9GHz ,GPU:Mali-G31 MP2  Android 9.0, Ram 2G DDR3, Rom 16G. (Option:4G+32G)

White board Software,Annotation Software



Accessories

VESA Hole (mm) 400*300 400*300 600*300 600*500 600*600

Unit Dimension (mm) 1278*783*100 1497*906*100 1607.1*969.7*102 1722*1032*104 1964*1168*104

Packing Dimension (mm) 1375*185*900 1580*185*1025 TBD 1865*230*1195 2110*230*1340

Net Weight (kg) 46.4 46.4 TBD 60 79

Gross Weight (kg±2) 58.3 58.3 TBD 76 98

Chipset CPU 

RAM

SSD

Graphic

Wireless

Interface

OS

REMARK

REMARK:

1.Price valid for 7days.

2.Delivery time:3days.

3.Payment term:100% deposit by TT 

4.Above prices not included mobile floor stand.

Writing Tablet,ops cpu quade core-ram2-16 ssd,win10,Manual, Touch Pen, Remote Control,Power cable.

 Customize OPS  (windows system)

  Intel Core i3  /i5 /i7 （optional）

DDR3 / DDR4  （optional）

128G or 256G （optional）

Inter HD video

support wifi

USB2.0*4,USB3.0*2,VGA*1,HDMI*1,RJ45×1,WIFI ANTENNA*2,EARPHONE OUT*1,MIC-IN*1,POWER*1

Windows 7/ Windows XP/ Windows 2000 / Vistal / Linux UNIX / Windows 8.1(X86)/ Windows 10 (Optional)

OPS  is optional and  have different  configuration, you can check our seperate OPS price list for your reference.


